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The comprehensive Rib-Cage® system includes dual-row, pin and-socket 
connectors for right-angle and mezzanine connections between printed circuit 
boards (PCB) or flexible printed circuits (FPC). 
 
Thanks to his exclusive design, the Rib-Cage® multi point, gold plated receptacle 
contacts, provides high reliability performances in high vibration and harsh 
shock applications. 
 
The Rib-Cage® solutions has a variety of sizes from 10 to 100 positions and a 
polarization to prevents mis-mating. 
 

 

Value Proposition 

Rib-Cage® 
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Product Overview 

Rib-Cage® 
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Product Specifications 
Product Facts Specifications 

Performance 
Characteristics  

 Product Spec. : BUS-12-087 
 Application Spec. : BUS/20/052 
 Application drawing : TA-901 

 Durability: 200 mating cycles 
 Mating Force: 157 g per contact max 
 Un-mating Force: 43g per contact min 
 Shock and vibration: per MIL-STD-202 Method 204 and IEC 

60512 Test 6d 
 Shock: 50g 11ms half sine 
 Vibradtion: +/- 20g, 10 to 2000 Hz 

 Temperature range: -55°C to 130°C 
 Insulation Resistance: 50,000 MΩ min. initial 
 Current Rating: 1.0A DC per contact with all contacts energized 

(30°C Temp.Rise) 
 Contact Resistance: 20 mΩ max. initial; 25 mΩ max. after 

environmental test 
 Withstanding Voltage: 800V AC RMS 60Hz 
 Capacitance: 1.0pf max. between pairs of adjacent or opposing 

contacts, un-mated connector 
 

 10 to 100 position sizes in 10 position increments 
 Vertical VS vertical mating configuration 
 Exclusive Rib-Cage® multi-point, gold plated 

receptacle contacts 
 Polarization feature of housing 
 PCB locator pegs option 

Materials  

 Housing Glass-filled thermoplastic, UL94 V0; black or 
natural color 

 Contact Base Metal: 
 PCB receptacles: Copper alloy, High spring; 
 PCB pin headers: Phosphor bronze 

 Contact plating: 30µ (0.76µm) gold/GXT over nickel in 
contact area; 100µ (2.54µm) lead-free pure tin over nickel 
on solder tails 
 

Rib-Cage® 
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Features Benefits 

10 to 100 position sizes in 10 position 
increments Comprehensive range of sizes for all needs 

Vertical VS vertical mating configuration Suitable for parallel board stacking applications 

Exclusive Rib-Cage™ multi-point, gold plated 
receptacle contacts 

Optimal reliability in high vibration and harsh 
shock applications 

Polarization feature of housing Prevent mis-mating 

Available in UL94V-0 flammability rated LCP High flammability rating 

Multiple packaging options available Suitable for a variety of feeding processing 

PCB locator pegs option Easy to assembly 

RoHS compliance and Lead-free Meet environmental, health and safety 
requirements 

Features & Benefits 

Rib-Cage® 
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Military communications equipment 

Security systems and access control 

Main Markets & Applications 

Rib-Cage® 

Mechanical devices 
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Marcomm Collaterals 
Available on FCI 

 Technical Data Sheet 
 
 
 
 Product Specifications 

 
 
 
 
 
 Application Specifications 

Rib-Cage® 
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Marcomm Collaterals 
Available on FCI 

 Part Numbers & Drawings 

Rib-Cage® 



THANK YOU 
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