
www.amphenol-cs.com

DIFFERENT OPENINGS FOR DIFFERENT 
THICKNESS AND CABLE SIZES

Amphenol Aorora clip products can be provided by 
different openings for different thickness and cable sizes, 
they are widely used in automotive market, especially 
the infotainment. The opening from 0.1mm to 1.0mm, 
the material can be stainless steel and copper alloy, and 
provide gold, tin or nickel plating as an option.

TARGET MARKETS

Clip

	§ Easy to operate  

	§ One part easy to assembled 

	§ Wide openings  

	§ High reliability design

	§ Wide operation temperature

FEATURES BENEFITS

	§Wide openings 	§ Easy to operate

	§High durability 	§One part easy to assembled

	§Wide operation temperature 	§Cost effectiveness
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Clip

MATERIAL
	§ Copper Alloy or Stainless Steel

	§ Nickel, Tin or Gold plating

MECHANICAL PERFORMANCE

	§ Loading Force: 0.5±0.2N

ELECTRICAL PERFORMANCE
	§ NA

APPROVALS AND CERTIFICATIONS

	§ NA

ENVIRONMENTAL
	§ Operating Temperature Range: -40°C to +105°C

PACKAGING
	§ Reel & Tape  

SPECIFICATIONS
	§ IS.EQC.100

TARGET MARKETS/APPLICATIONS

Automotive Infotainment

Smart home
Smart wearable
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PART NUMBERS

Description Part Numbers

Clip, SUS T0.15, Height 1.34 Z000-4G7U1-11000

Clip, SUS T0.15, Height 1.89 Z00A-4G7U1-11000

Clip, SUS T0.15, Height 2.1 Z012-4G7U1-11000-E000

Clip, SUS T0.15, Height 2.31 Z02G-4G7R1-11000

Clip, Copper alloy T0.15, Height 3.4 Z002-4B7C1-11000

Clip, SUS T0.15, Height 3.4 Z017-4G7C1-11000-E200

Clip, SUS T0.15, Height 3.4 Z00U-4B7C1-11000


