
Amphenol Communications Solutionswww.amphenol-cs.com

Amphenol FCI Basics offers a range of pre-crimped leads with a standard cable of 300mm length in 
receptacle-to-receptacle configurations. 

Pre-Crimped Wire Leads

Fast and cost-effective solution for prototyping

Disclaimer

Please note that the above information is subject to change without notice.

These are standard versions defined to support customer prototype activity, contact us for other configurations or for volume production.

https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/wirelock_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_wirelock.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/minitek_multipitch_1_25_1_50mm_wtb_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_minitek_multipitch_1_25_1_50mm_wire_to_board.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/minitek_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/microspace_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/microspacexs_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_microspacexs_1_27_crimp_to_wire.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_microspace_ctw.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/dubox_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_dubox_wtb.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/pv_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_pv_wtb.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_combolock.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/combolock_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/minitek_0_80_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_minitek_0_80mm_wtb.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/minitek_1_00_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_minitek_1_00mm_wtb.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_1.25mm_wtb.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/125_wtb_productpresentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/customerpresentation/minitek_15mm_product_presentation.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_minitek15mm.pdf
https://cdn.amphenol-cs.com/media/wysiwyg/files/documentation/datasheet/boardwiretoboard/bwb_minitek_2_00mm_wctb.pdf



