
20 = SHORTING CAP WITH MOV

ORDERING CODE: 
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FLA SERIES 

SHORTING OR OPEN CAP

CAP OPTIONS
00 = OPEN CAP
10 = SHORTING CAP
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NOTES:

MATERIALS: 1.
HOUSING: ENGINEERING THERMOPLASTIC, UL94V-0 FLAMMABILITY RATING•
CONTACTS: COPPER ALLOY PLATED WITH MATTE TIN•
SHORTING CLIP: COPPER ALLOY•
GASKET: SILICONE RUBBER, UL94V-0 FLAMMABILITY RATING•
O-RING: SILICONE RUBBER, UL94V-0 FLAMMABILITY RATING•
COVER: POLYCARBONATE, UL94-5VA FLAMMABILITY RATING•

MATING INTERFACE PER ANSI C136.10.2.

FOR USE WITH ANSI C136.41 RECEPTACLES.3.

IP66 PROTECTION AS PER IEC 60529.4.

OUTDOOR RATING CERTIFIED TO UL773 REQUIREMENTS.5.

AMPHENOL P/N DESCRIPTION COVER COLOUR
FLA-C00-00 OPEN CAP RED

FLA-C10-00 SHORTING CAP BLACK

FLA-C20-00 SHORTING CAP WITH MOV BLACK

HOUSING

O-RING,
SEALS BETWEEN 
COVER & HOUSING

GASKET,
SEALS AGAINST 
RECEPTACLE

 80.56 

 35.00 

 52.33 
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